
Professional Home Safety

Hard Wired Flammable 
Gas Alarms

HF500NG, HF500LPG



THE DANGERS OF FLAMMABLE GAS IN RESIDENTIAL ACCOMMODATION
Natural Gas and LPG (Liquefied Petroleum Gas, also known as bottled gas) are some of the safest forms of energy 
available, but they can still pose a substantial hazard in homes and static caravan holiday parks if a leak occurs.

Once gas has built up undetected, simple activities such as turning on light switches can provide a source of 
ignition, potentially causing an explosion. 

There are a number of reasons why gas leaks can occur:

•	 Mistakes such as forgetting to light a gas ring/or not noticing that gas has been switched on, due to a limited 
sense of smell or dementia

•	 Natural causes such as a boiler pilot light blowing out

•	 Wear and tear of devices such as gas heating and cooking appliances

•	 Incorrect installation or maintenance of gas fuelled appliances.

WHO IS AT RISK FROM RESIDENTIAL FLAMMABLE GAS LEAKS?
•	 Anyone using gas in the home can be at risk from a potential gas leak

•	 People who are away from their homes; unless someone is in the property to notice the smell of gas, a leak could 
potentially build up to dangerous proportions before someone returns home and notices the leak has occurred 

•	 People with a desensitised sense of smell due to age or medical condition 

•	 People with memory issues or people suffering from confusion may forget to light gas rings or may leave gas 
appliances running, potentially causing a leak to build up.

This makes flammable gas leak detection a concern for any housing professionals, residential care professionals, 
static caravan holiday park owners or home owners.

FLAMMABLE GAS   
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WHY CHOOSE THE HF500?
High reliability

•	 Approved to EN50194-1:2009 by BSI  
(Kitemarked KM 590203)

•	 Catalytic flammable gas sensor

•	 Professional design

Tamper-proof

•	 Hard-wired for peace of mind 

Easy to operate and use by the end-user

•	 Clearly visible status indication LEDs: power,  
alarm, fault

•	 Loud 85dB alarm

•	 Button for test and alarm mute

Low total cost of ownership

•	 Optimised for easy wiring 

•	 Direct connection to a solenoid valve

•	 5 year product life with 2 year guarantee

Easy to install

•	 Easy to access wiring terminal

•	 Cable entry from the back or via mini trunking from 
the sides or bottom

•	 Fits to standard electrical installation boxes

•	 The design allows the alarm to be replaced  
without rewiring

•	 Installer mode to test the functionality of the relays

Designed for residential environments

•	 Small, compact design with stylish look, optimised 
for residential settings

Complete solution

•	 Integrated alarm relay can operate normally open 
and normally closed solenoid valves for automatic 
gas shut off

•	 Alarm and fault relays can also be used to connect  
to a control panel/alarm system 

•	 Honeywell also offers a range of suitable  
solenoid valves

The HF500 alarms are designed to deliver a complete solution for the 
detection of LPG (Liquefied Petroleum Gas) and Natural Gas/Methane. 
Optimised for use by professionals dealing with flammable leak detection, 
HF500 is ideally suited for use in private or social housing as well as other 
forms of residential care.

The HF500 can either be used as a stand-alone device or it can be directly 
wired to a solenoid valve or control panel/alarm system. There are two 
model variants available in the HF500 range: HF500NG for the detection of 
Natural Gas and HF500LPG for the detection of LPG.

INSTALLATION
The HF500 is hard-wired which 
ensures the device is always 
connected to the mains power 
supply. It also prevents the device 
being accidentally unplugged which 
would stop the unit from functioning 
and could also create a spark that 
ignites the gas.

The HF500 is optimised for quick, 
engineer friendly installation and all 
wiring can be done on the separate 
adaptor plate with an easy to access 
terminal.

Mounting holesWiring options
The dimensions of the hole locations within 
the adaptor plate are shown below:Easy to access  

wiring terminal

Surface wiring via mini- 
trunking (25x16mm 
break outs)

Wiring  
from 
back

Knock-outs Knock-outs

HF500 HARD- 
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GAS ALARMS



TECHNICAL SPECIFICATION

RELIABILITY
Detection principle Catalytic flammable gas sensor	

Calibration gas Methane for HF500NG
Butane for HF500LPG

Calibration level 10% LEL

Accuracy tolerance +/- 2.5% LEL

Approvals EN50194-1:2009
Kitemarked (KM 590203)

Other compliances RoHS

Self check function Yes

Lifetime/guarantee 5y/2y

Operating environment

Temperature -10ºC to +55ºC

Humidity 0-95% RH (non-condensing)

IP rating IPX2D

Electrical 575g approx.

Power supply 110-230VAC 50/60Hz

Power consumption <6.5W

Alarm relay 5A 250VAC SPDT (single pole changeover)

Fault relay 0.25A 250VAC SPST NO (single pole)

User interface

Visual indicator
Power: Green LED
Alarm: Red LED
Fault: Yellow LED

Audible >85dB @ 1m

Button For test and alarm mute
Installer test mode for relays

Product

Size 150 x 104 x 37mm

Weight <400g

Packaging

Type Carton box

Dimensions 106 x 185 x 45mm (L x W x D)

Scope of supply

HF500 alarm
Mounting kit: Scews and plugs
User and installer manual

                                        ORDERING INFORMATION

PRODUCT PART NO BARCODE BATCH
SIZE

MINIMUM ORDER
QUANTITY LANGUAGE

HF500 NG HF500NG-EN 5 027526 400041 20 20 English

HF500 LPG HF500LPG-EN 5 027526 400058 20 20 English



OUR HOME SAFETY PRODUCT RANGE

EZSENSE BATTERY
FLAMMABLE GAS ALARM
ezsense is the most convenient  
way to detect Natural Gas, Propane, 
Butane, LPG and LNG. It is compact 
and light on the pocket in more  
ways than one.

X-SERIES BATTERY POWERED
CARBON MONOXIDE ALARMS
Our X-Series battery powered CO 
alarm range offers a seven or ten 
year maintenance-free lifetime. 

Three models provide different 
display options designed to 
enhance safety in critical situations, 
including a patent pending alarm 
evacuate visual indication.

X-SERIES WIRELESS MODULE
All Honeywell X-Series alarms can 
be wirelessly interconnected using 
the XW100 plug-in module. This 
means that if one X-Series Carbon 
Monoxide, smoke or heat alarm 
triggers an alarm, all interconnected 
units will give an audible alarm  
as well.

This is especially useful, when living 
in a large or multi-story dwelling 
where the alarm may be triggered in 
another part of the building.

X SERIES BATTERY POWERED 
SMOKE AND HEAT RANGE
The Honeywell range of smoke  
and heat alarms has been 
engineered for ultimate 
performance and reliability.

Featuring a ten year lifespan and 
warranty, low profile design and 
easy installation, they are ideal 
for professionals dealing with 
residential fire detection.

*Compatible with X-Series  
devices marked with the Alarm  
Scan App logo.

SF340 SERIES HARD-WIRED
CARBON MONOXIDE ALARM
The SF340 Series is a range 
of reliable, hard-wired Carbon 
Monoxide alarms with battery  
back-up. They are designed for  
use in all domestic and light  
commercial environments.

X-SERIES ALARM SCAN APP
The X-Series Alarm Scan App is 
designed for professional landlords, 
gas engineers, plumbers and other 
service providers responsible for 
ensuring the safety of tenants or 
carrying out initial installations 
of X-Series alarms. It helps with 
annual maintenance checks or 
boiler servicing and provides 
an easy way to confirm incident 
reports. Installers or landlords can 
demonstrate compliance or offer 
an added-value service that can 
help build their reputation as a 
professional and reliable  
service provider.

The app allows anyone who owns  
an X-Series device* in their home 
to see more in-depth information 
about the state of the alarm and 
keep safety concerns under control.

Available on Google Play ®  
and iTunes ®.
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